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St Stirrer,  Overhead / High-Torque

2-Year Warranty

NEW

Clamp (CL200)

Stirrer Unit
(OHS-G1)

“S732” Impeller 
included

~300,000mPas

Stand (KA1177)

2-Year Warranty

NEW

Stirrer Unit
(OHS-G1)

Back Light 
LCD

Stainless-steel Chuck, 
�Ð6~10mm Grip

~300,000mPas

Patented 
Jog-Shuttle 
Control System

Premium Ultra Hi-Torque Overhead Stirrer “OHS-G1”
Unit Only

Premium Ultra High-Torque Overhead Stirrer “OHS-G1”
with Stand Package-set

Wire Digital Remote Controller
(Optional)

K-type PTFE Encapsulated 
Stainless-steel

Thermocouple Probe(Optional)

DAIHAN-brand®  Premium Ultra Hi-Torque Overhead Stirrer “MaXtirTM OHS-G1”, Max. 600rpm, 300,000mPas, with BLDC-motor
with Planetary-gear, Torque(Ncm)- / Viscosity(mPas)- / Temperature(�£ )-Real Time Display, can be used with K-type Temp. Probe
-_���S����%c�; k�������«�s�‹ ,���;���ì  BLDC-motor, )û(Ç�������� k�����������ƒ����,·�7�‹�� , Chuck Grip �Ð6~ 10mm, Flex-Coupling �Ð6~ 16mm

�v Made in Korea		  �v PL(Product Liability) Insurance  
�v Patented Jog Dial & Touch Button 
�v High Performance Brushless DC-motor : High Efficiency Stirring Performance
   and Precise Speed Control(Minimize RPM Fluctuation), Low Maintenance Cost 
�v Torque Value(Ncm)-/Viscosity(mPas)-/Temperature( �£ ) Real-time Display
   : Real-time Display Stirring Torque with Numeric Value(Ncm).
     Viscosity Value(mPas) is Displayed with the Standard by 1Lit. Vessel and Water.
     Can be used with K-type Temp. Probe for Temperature Display.
�v Excellent Planetary Gear Design for High Torque(39:1 Ratio)
�v Can be used with Optional Wire Digital Remote Controller.
�v Stainless Chuck Grip (�Ð6~10mm), Flex-Coupling (�Ð6~16mm)
�v with Certificate & Traceability : Controlled by Serial Number, Certificate, 
   Delivery-information, and Traceable Data Base System 
�ñ Ideal for Low-/Middle-Viscosity	 �ñ Smooth Start and Change of the Stirring Speed. 
�ñ Large Size Digital LCD Display

Specifications & Ordering information

Spec. Model “MaXtir TM OHS-G1” Max. Stirring Capa. 100Lit

Stirring Capacity Max. 100 Lit. (H2O)

Maximum Viscosity / Torque 300,000 mPas / 250 Ncm

Speed Range & Motor 
10~600RPM, High Performance Brushless DC-motor,

Gear(Max 39:1 Ratio)

Motor Rating (Input / Output) 250 / 200W

Controller / Safety Device Digital PID Control / Over Heat & Current Protector for Motor

Chuck Grip Capa. UPmm dia �Ð6~10mm Shafts

Permissible Temp. & Humidity  0 ~ 40�£ , 80%

Dimension & Weight & Material 84× 205× h355mm, 3.5kg, Aluminum Die Casting

Power Consumption 300W

Electrical Reqts. 1 Phase, AC 120V, 60 Hz or AC 230 V, 50 / 60 Hz

Unit-only

Cat. No.
230V DH.OHS009

120V DH.OHS009.1

Price, Each. T› Coming Soon!

Stand Package-set

Cat. No.
230V DH.OHS010

120V DH.OHS010.1

Price, Each. T› Coming Soon!

Stand Package-set with Wire Digital Remote Controller

Cat. No.
230V DH.OHS011

120V DH.OHS011.1

Price, Each. T› Coming Soon!

SÛ Note! Details �Ï  See the “Reactor, Accessories” Section

* Other Specifications are available upon Customer’s Request

�ñ�ç“OHS-G1” Stand Package-set :  Complete with �ö��“OHS-G1”  Stirrer Unit, �÷��“S732” 
    Stainless-steel Impeller (Rod �Ð8× L500mm, 4-Blade �Ð70mm), �ø��“CL200” Clamp, and
    �ù  “KA1177”  Safety Stand (Rod �Ð23× L800mm, Base w34× d29cm)

�ñ�ç“OHS-G1” Wire Digital Remote Controller-set : Complete with �ö  “OHS-G1”  Stand 
    Package-set, �÷  Wire Digital Remote Controller

Optional Wire Digital Remote Controller & K-type Thermocouple Probe

(1) Wire Digital Remote Controller
DH.WOS50010 Wire-type Digital Remote Controller, 75× 150× h30mm	 		    

(2) K-type PTFE Encapsulated Stainless-steel Thermocouple Probes

 Ea.   Price, T›

NEW

(1) (2)

Coming Soon!

Coming Soon!


